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SEE MORTISE DETAIL
(1981 mm)

SPIKE

9-GA. SMOOTH GALV. WIRE

ADD ADDITIONAL WIRE OF THE SAME MATERIAL AS BOTTOM WIRE OF
FENCE & A ROCK DEADMAN (MIN. WEIGHT 50 LBS (22.5 kg)) WHEN
SPACE BETWEEN BOTTOM WIRE & GROUND EXCEED 20" (508 mm)

LINE POST
(WOOD OR

 STEEL)

END PANEL-TYPE I END PANEL-TYPE II

PANEL AT MINOR DEPRESSIONSTRESS PANEL
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STEEL LINE POST

1. SEE SPECIFICATIONS FOR THE FOLLOWING:

A. RATIO OF STEEL TO WOOD LINE POSTS.

C. TYPE OF END PANEL TO BE USED.
D. TYPE OF WIRE TO BE USED.
E. SPACING BETWEEN WIRES & DESIGN

SPIKE (SPIKING
OR TOE NAILING
AS SPECIFIED)

LINE PANELS

MORTISE DETAIL

NOTES:

1" (25 mm)

1" (25 mm)
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SEE NOTE 1E*

NUMBER OF WOVEN WIRE.

B. POST SPACING, LENGTH, & DEPTH IN GROUND.

(1981 mm)(1829 mm)

(1981 mm)

(1981 mm) (1981 mm)

2. THE METRIC CONVERSIONS ARE PROVIDED IN 

PARENTHESIS FOLLOWING THE ENGLISH UNITS.

6'-6" MIN. BRACE


